OVERHEAD PROJECTOR

INSTRUCTION MANUAL (VIS series)




Description of each part)

Front
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(Available 220V AC only)
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Focus knob

- Rotate the pin of focus
knob for sharpest

" image

Projection mirror

Projection lens

Folding Post

Cover of stage
Stage

Post latch button

Power swtich

Lamp changer
(To change the lamp)

Power cord box
(To keep the power cord on
non -operation)

Power plug

Rear (VIS-505/606 /808)

Accessories

User’ s manual

Cooling fan

Rear (VIS-707/909)

Accessories

User’ s manual

Microphone

To connect with speaker
—— To input audio
To connect with microphone

Volume switch




MIC OPERATION (only vis 707 or 909) )

‘| Insert the Microphone. After plugging in turn on the 3 Tumn on the switch and
microphone power. adjust volume.
(Thes (Keep the MIC away forms peaker)
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Notice

Don’ t direct extemal bright light in front
of the screen,especially fluorescent
lamp makes quality of image poor.

The lamp is special halogen lamp.
So lamp is sensitive to voltage and so
take care to use rated voltage.

Don'’ t move and shock to the unit with
the lamp on, because it causes to fail
the lamp.

Don’t leave fingerprint on surface of
the lamp when changing lamp.

Don’ t pick up the power cord with
the power switch on.

Notice:the projected image is related
to the angle difference befween the
screen and the unit light it causes
the unbalanced image projected:




N

J
~N




N
J

N

|




\_/




